CONTROLLERS & SPECIAL VALVES

Smart Irrigation Controller 3 Way

.« Single station Irrigation Controller

.« Wireless operated by smart device

.« Four irrigation program types

« « Minimum required i0S 7 or Android V4.3

« « Battery included

Technical Data

Function
Pressure range

Temperature range

Communication protocol
App Downloading

Pairing code
Communication range
Battery type
Mounting

Standard / Certification

Standard protection class

3 Way Latch
0 to 8 bar

Fluid: 5° to 50°C (no freezing)
Ambient: -5° to 50°C

Wireless BLE
£ Available on the
[ ¢ App Store

Not required

Up to 10 m (32.8 feet)

CR123

Direct mounting on UNEF 3/4"

- CE

« Federal Communications Commission (FCC)

« EN55011 Group]1 - Class A / EN61000-6-1/
CFR 47 FCC Class A
EMC- Sl Certificate of Conformity

« Dust and watertight IP68

Programming Key Features

Four different irrigation plans

Weekly Interval Days Even / 0dd Days Window

Irrigation each
day of the week

Periodical days

Even / odd

up to 98 periods calendar dates

Repeated cycles within a
defined time frame

Set up to 6 cycles per day

Set cycle On and Off duration
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Option to set different irrigation durations per cycle

Set start and end times for
irrigation
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li.ri-C-VSA | Smart Irrigation Controller 3 Way

Dimensions
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Manual Override Operation

How to Order

i.ri-C-VSA - BODY PORT FUNCTION SEALS

Plastic 4 1/8"BSP 10 3WNC 3 EPDM E
1/8" NPT 1 3WNO 4

Example: ii.ri-C-VSA-4103E
ii.ri smart irrigation controller with 1/8" BSP valve, 3W NC, EPDM seals

* To order controllers manufactured according to your specific requirements, please contact our technical sales department

-83-

h-BACCARA®

FLOW CONTROL SOLUTIONS



	CERTIFICATION
	SOLENOID VALVES
	SOLENOID MANIFOLDS
	ISOLATED / FERTILIZER
	SOLENOIDS
	ELECTRIC & HYDRAULIC
	VALVES
	ELECTRIC & HYDRAULIC
	VALVES | G500
	CONTROLLERS & SPECIAL
	VALVES
	OPERATORS & COILS
	TECHNICAL INFORMATION
	GEM-FLOW  |  G75-A3P
	1/8” Latch 2 Way, 3 Way NC, NO

	GEM-FLOW  |  G75-VSA
	1/8” Stand-alone Solenoid 3 Way NC, NO

	GEM-FLOW  |  G75-A
	1/8”, 1/4” 2 Way, 3 Way NC, NO

	GEM-FLOW  |  GALIT
	1/8” 3 Way Pilot Operated NC, NO

	GEM-SOL  |  GEM-A
	1/8”, 1/4” 2 Way NC, NO

	GEM-SOL  |  GEM-A
	1/8”, 1/4” 3 Way NC, NO

	GEM-SOL  |  GEM-A3P
	1/8”, 1/4” Latch 3 Positioning Manual Override, 2 Way, 3 Way NC, NO

	GEM-FLOW | G75-VM
	Modular Manifold

	GEM-SOL | GEM-CPR
	Precise Isolated Proportional 2 Way NC

	GEM-SOL | GEM-C
	Chem-Sol 1/4” 2 Way NC, NO

	GEM-SOL | GEM-C
	Chem-Sol 1/2” 2 Way NC

	GEM-SOL | GEM-S
	1/4” - 1” 2 Way NC, NO

	GEM-SOL | GEM-S
	1/4” - 1” 2 Way NC, NO

	GEM-SOL | GEM-S
	Pilot Operated 3/4” - 2” 2 Way NC, NO

	GEM-SOL | GEM-S-4
	Upstream Pilot Control Integrated with Gem-Sol Operator 3/4” - 2” 2 Way NC, NO

	GEM-FLOW | G75-S
	Pilot Operated 1/2” 2 Way NC

	GEM-FLOW | G75-S
	Electric 3/4” - 2” 2 Way NC

	GEM-SOL | GEM-Z
	Zero Differential Pressure 1/4” - 3/4” 2 Way NC, NO

	GEM-FLOW | G75-S
	Hydraulic 3/4”- 2” 2 Way

	GEM-FLOW | G75-S
	3 Way Integral Solenoid Pilot Control 3/4” - 2” NC

	GEM-FLOW | G75-SE
	3 Way External Solenoid Pilot Control 3/4” - 2” NC, NO

	GEM-FLOW | G75
	3 Way Manual Selector 3/4” - 2” NC, NO

	GEM-FLOW | G75
	Pressure Reducing 3/4” - 2” 2 Way NC

	GEM-FLOW | 500 Series
	Hydraulic Control Valves

	GEM-FLOW
	Operating Principals

	GEM-FLOW
	Available Models

	GEM-FLOW
	Hydraulic Performance

	GEM-FLOW | G500
	4” Hydraulic Valves

	GEM-FLOW | G500-S
	Hydraulic with Manual Selector 1-1/2” - 4” 

	GEM-FLOW | G500-EL
	Electric Solenoid Control Valve 1-1/2” - 4” 

	GEM-FLOW | G500-C
	DC Battery Controller 1-1/2” - 4” 

	GEM-FLOW | G500-PR
	Pressure Reducing 1-1/2” - 4” 

	GEM-FLOW | G500-PREL
	Solenoid Controlled Pressure Reducing 1-1/2” - 4” 

	GEM-FLOW | G500-PRPS
	Pressure Reducing & Sustaining Control Valve 1-1/2” - 4” 

	GEM-FLOW | G500-QR
	Quick Pressure Relief 1-1/2” - 4” 

	GEM-FLOW | G500-PS
	Pressure Sustaining Control Valve 1-1/2” - 4” 

	GEM-FLOW | OCTOPUS
	Automatic Filter, Filter Backwash

	GEM-FLOW | ii.ri-C
	Smart Irrigation Controller 2 Way

	GEM-FLOW | ii.ri-C-VSA
	Smart Irrigation Controller 3 Way

	GEM-FLOW | G75-C
	Irrigation Controller | 1, 2 & 4 Valves

	GEM-FLOW | G75-C-1W & 1W+
	Irrigation Window Controller

	GEM-FLOW | G75-DP
	Baccara Differential Pressure Gauge Switch

	GEM-FLOW | G75-DFC-DC
	Baccara Filtration Controller Set (DFC)

	GEM-FLOW | G75-BWM
	Baccara Water Meter Controller

	GEM-FLOW | G75-DLS
	Digital Level Switch 

	GEM-FLOW | G75-ADP
	Baccara Analog Differential Pressure Sensor

	GEM-SOL |  GEM-LDO
	Long Distance Operator 2 Way, 3 Way NC, NO

	GEM-SOL | LDOS
	Long Distance Operating Solenoid

	GEM-FLOW | G75-LDO
	Long Distance Operator 2 Way, 3 Way NC, NO

	GEM-B | Coil
	GEM-BL | Latch coil
	GEM-BP | IP68 coil
	GEM-FLOW | G75-O
	AC/DC Operator 2 Way, 3 Way NC, NO

	GEM-FLOW | G75-O
	Latch Operator 2 Way, 3 Way NC, NO
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	Flow Chart for Liquids
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	Operation Driver for Latch Coils 
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	Long Distance Operators Charts

